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ルート：担当者 → ソフト担当課長 → 審査(技術課長) → 承認(所属部長) → 担当者 → 保管(推進課)
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社外ホームページ・フリーソフト公開申請書(日本語 / 英語 / 中国語)
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１．公開するソフトウェアについて
	ソフトの分類
	 1.サンプルソフト　2.アプリケーションソフト　3.その他（　　　　　　　）

	対応言語
	 1.日本語版　　　　2.英語版　　　　　3.その他（　　　　　　　　）

	圧縮形式
	 1.ＬＨＡ形式　　　2.ＺＩＰ形式　　　3.その他（　　　　　　　　）

	ウィルスチェック名
	Symantec Endpoint Protection 11.0.5002.333  定義:2010/6/14 r25

	技術報告書番号
	10A1097

	ソフト作成者／入手先
	日置電機株式会社

	公開希望日
	2010/06/21

	データ受渡し方法
	1.システム課(日本語/英語)　　　　2.外国課(中国語)　　　　　

\\Fileserver1\temp\社外HP公開依頼\システム課／外国課

（受領したら消去願います）

	製品群
	1.記録装置　2.回路素子測定　3.安全規格測定　4.信号発生・電源　5.環境測定　6.データロガー

7.クランプセンサ　8.電力測定　9.現場測定　10.自動試験装置　11.その他（　　　　　　　　　　　　）

	備考
	


２．目次に記載する内容

	名称(公開するソフトウェアの呼称)
	Maximum Recording Calculator
MEMORY HiCORDERs Maximum Recording Calculator

	圧縮形式
	ZIP形式

	サイズ
	20.3KB

	対応OS（32bit/64bitの区別も指定する）
	Windows2000, WindowsXP(32bit), WindowsVista(32bit),

Windows7(32bit/64bit)


３．公開するソフトウェアのページ記載内容

· 対応OSには、必要に応じサービスパックのリビジョンや32bit/64bitの区別も記載する事

· 履歴は新しい順に記述する事

· 注意点は、ソフトウェアの性質によって適宜書き換える。

· 他のファイルへリンクさせたい場合は、ファイル名の箇所にリンクの指示をする。

· PCの画像など、添付する資料は各言語に対応したものを用意する。（中国語版では、本文は英語のままで良い）

	ファイル
	MEMORY HiCORDERs Maximum Recording Calculator
Version 1.02 RecShotE.zip (ZIP) 20.3KB June 18, 2010

	仕様
	1.The Maximum Recording Calculator is a quick way to find the maximum recordable time based on various setting conditions and the available internal memory capacity in MEMORY HiCORDERs Model 8860, 88860-50, 8861, 8861-50, 8855, 8841, 8842, 8826, 8835-01, 8870, 8847, and WAVE COMPARATORS 8730-10, 8731-10. 

2.By simply choosing the model number of your HIOKI instrument, time axis range, and number of channels in use, the program will display the maximum possible recording time as well as the maximum recording length. 

3.To save a copy of the program for your own use, download "RecShotE.zip" file and extract. 

4.Double-click on "RecShotE.exe" to begin using the program.

	動作環境
	

	履歴
	V1.02 (Newest Version)

1. Compatibility to Model 8847, 8870, 8860-50 and8861-50.

	注意点
	Notes

•Operating Environment

This software can be operated under 
Windows2000/WindowsXP(32-bit)/WindowsVista(32-bit)/Windows7(32-bit/64-bit) systems.

•Precautions

1.Copyright

The copyright to the executable program file and associated documents is owned by HIOKI E.E. CORPORATION.

2.Conditions for use

This utility may not be bundled with software or other publications which are sold for profit without the express written permission of the copyright owner. Further, this product may not be modified without the express written permission of the copyright owner.

3.Responsibility for use

This program is free software. It is provided for use at the user's risk. HIOKI disclaims any and all responsibility for any consequences arising out of use of this software.
Contact information 

•HIOKI welcomes opinions, suggestions, operation reports, and bug reports. Please send such communications to the following address. 

•HIOKI reserves the right to incorporate any suggestions and opinions received in its products without notice. 

•E-mail: os-com@hioki.co.jp (HIOKI E. E. CORPORATION, International Sales and Marketing Division)
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