
MR8740T(MR8740-50) How to Update the Firmware 

 

■ Preparing for the Version Update 

1. USB Memory Stick  

Required to store the version update file and load into the MR8740T 

 

2. Download the version update file from the MR8740-50 download page. 

 

3. Unzip the downloaded file (ZIP format) to create a file named update_MR8740T.mrf. 

Save the Update file into the USB memory stick. 

If the USB memory is E drive, save it as E:\update_MR8740T.mrf. 

 

4. After the version update, all settings on the MR8740T will return to the default condition.  

Please save any necessary settings in a USB memory stick prior to conducting the update. 

 

5. All of the required preparations have been made. Please proceed to the next step, “How to 

Update the Firmware”. 

 

 

 

 

 

 

 

 

 



■ How to Update the Firmware 

1. Insert the USB memory stick saved with the version update file into any of the MR8740T's 

USB slots.  

Do not connect any device other than this USB memory stick into the USB slot. 

 

2. In the Settings screen, select Update under the Function button. 

 

 

3. A confirmation window will appear.  Click OK to begin the update. 

  

Depending on the version, the FPGA may be rewritten, so it will take about 60 min to 

complete the update. During this time, do not touch the mouse or keyboard. 

Warning:  During the version update, DO NOT turn off the power to the MR8740T or 

remove the USB memory stick.  A power interruption can cause a malfunction to 

the MR8740T, requiring a factory repair. 



4. During the FPGA update, the screen will look like this: (Only when the FPGA update is 

included) 

 

 

5. During the application update, the screen will look like this: 

 

 



6. Upon completion, you will see the following screen.  Click the screen to shut down the 

MR8740T, and then restart the unit. 

   

    

Version update is complete. 

 


